
PIPE RISER DRAIN CONNECTION

DRAIN VALVE

SCREWED PIPE

WELDED PIPE

DRAIN VALVE

SOCKET WELDED TO STEEL  PLAT

OVERFLOW PIPE SUPPORT DETAIL

COLLAR WELDED TO PIPE

x2" WIDE STEEL

NOTE  :NORMINAL PIPE SIZE MEANS PIPES DIAMETER OR PIPE

           DIAMETER PLUS INSULATION OF ANY)

DIMENSIONS(mm.)

PIPE

STEEL LOWER

STEEL UPPER

NOTE : Ø MEANS PIPE DIAMETER AND/OR PIPE DIAMETER PLUS INSULATION (IF ANY)

           4"

        2 1/2"

mm.     INCH

FLANGE WITH INSECT SCREEN

TANK VENT THROUGH FLOOR AND WALL DETAIL

x2" WIDE STEEL COLLAR WELDED TO PIPE

SANDWICH BETWEEN FLANGES

CONCRETE SLAB

PIPE HANGER SIZE UP TO 50mm. (2"Ø)

BE HOT DIP GALVANIZED

ALL STEEL PARTS SHALL

C-CHANNEL

EXPANSION BOLT

 THK. STEEL PLATE FABRICATED 

Ø2  STEEL PIPE (CAST-IN-PLACE)

Ø2 WELDING FLANGE

Ø2 -90° ELBOW

1

2"

1

9

9

9

70

75

65

NOMIMAL PIPE SIZE

STEEL HANGER

STEEL HANGER

NUT & WASHER

NUT & WASHER

STEEL ROD

1"

A

9

9

9

B

56

52

46

OF PIPE

E

PIPE HANGER SIZE 65mm. (2 Ø) AND LARGER

BE HOT DIP GALVANIZED

STEEL PIPE

STEEL HANGER

ALL STEEL PARTS SHALL

EXPANSION BOLT

:NOTE

(NON-CORRSIVE)

NUT & WASHER

C-CHANNEL

STEEL PIPE

STEEL HANGER

STEEL ROD

650         26"

D

750         30"

350         14"

600

500

450

400

         24"

         20"

         18"

         16"

300

250

200

150

         12"

         10"

          8"

          6"

CONCRETE SLAB

STEEL ROD

(NON-CORRSIVE)

NUT & WASHER

125

100

80

65

          5"

          3"

D

C OF PIPE

L

E

STEEL ROD

NUT & WASHER

GALV. STEEL SACCLE

USG# 16-12"LONG

PIPE

INSULATION

INSULATION

U-BOLT

STEEL CHANNEL

INSULATED PIPE SUPPORT TO WALL

W/INSECT SCREEN SANDWICH BETWEEN FLANGES

PIPE

U-BOLT Ø2.00m.

EXPANSION BOLT

WALL

AIR SHALL BE ANTIRUST PAINTED

ALL STEEL PARTS EXPOSED TO

FLANGING

64

64

64

94

106

87 46

56

49 32

32

32 2x25

3x25

3x25

10

10

8

ADJUSTABLETAKE-OUT

ROD

64

64

64

C D

73

67

59

E

29

33

37 25

25

25

F
F B

(mm.xmm.)

SIZE

STRAP

2x25

2x25

2x25

MAX. HANGE

(FT)

6

8

8

C

NOTE

Ø137 THICK STEEL PLATE FABRICATED FLANGE

EXPANSION BOLT

:

DETAIL OF OVER PIPE AND PIPE SUPPORT

PIPE

U-BOLT @2.00 M

STEEL CHANNEL @2.00 M

EXPANSION BLOT

FLANGING

SANDWICH BETWEEN FLANGES

FLANGE W/INSECT SCREEN

THICK STEEL PLATE FABRICATED

WALL

PIPE RISER SUPPORT

(NON CORRCSIVE)

WALL

ELEVATION

R.C. WALL

EXPANSION

NUT & WASHER

BE HOT DIP GALVANIZED

SHALL BE PROVIDED ON EVERY RISERS

1. ALL STEEL PARTS SHALL 

2. A  DIRT LEG AND BLOW-OFF VALVE

NOTE :

PLAN

PIPE

BAND STRAP

C-CHANNEL

R.C. WALL

INSULATION

USG# 16-12"LONG

GALV. STEEL SACCLE

U-BOLT

HARD WOOD

EXPANSION BOLT

BAND STRAP

890  19632  549   15x75  9x75

32  613   15x75  9x75

A

994  210

32  498   

32  438   

28  394   

25  357   

25  316   

22  290   

22  230   

22  212   

19  176   

12x44  6x44

15x75  9x75

15x75  9x75

12x63  6x63

12x63  6x63

9x50   9x50

9x44   6x44

6x44   5x44

6x38   5x38

494  133

803  191

695  178

629  165

584  152

457  120

387  114

320  108

257  100

495  116  32

556  127  32

275   75  22 

444  108  32

367  101  32

354   95  29

316   67  25

250   73  19

212   57  19

178   54  16

142   47  12 

16  157   

16  135   

12  120   

12  119   

6x32   5x32

6x32   5x32

5x32   5x32

5x32   5x32

LOWERUPPER  

229   89

188   89

167   76

115   76

G

F

130   44  12 

114   50   9

98   44   9

97   44   9

adjust

ment.

LOWER

UPPER

B

C

PIPE  GUIDE (STRAP TYPE)

NUT & WASHER

EXPANSION BOLT

RC. WALL

STEEL CHANNEL

RC.WALL

PIPE

R.C. SLAB OR CONCRET BASE

BE HOT DIP GALVANIZED

R.C. SLAB OR CONCRET BASE

ALL STEEL PARTS SHALLNOTE:

C-CHANNEL

END VIEW

PIPE

ELEVATION

A

PIPE

BAND STRAP

FOR PIPE UP TO 50 mm.

FOR PIPE 65 mm. AND LARGER

NOTE : FOR DIMENSION OF PIPE RISER SUPPOST SEE RISER SUPPORT TABLE

NOTE : ALL STEEL PARTS SHALL BE HOT DIP GALVANIZED

NUT & WASHER

EXPANSION BOLT

EXPANSION BOLT

[-CHANEL

EXPANSION BOLT

NUT & WASHER

C-CHANNEL

EXPANSION BOLT

STEEL ANGLE

BAND STRAP

PIPE

BAND STRAP

135°

PIPE

BAND STRAP

PIPE

STEEL PIPE (CAST IN PLACE)

WELDING FLANGE

CONNECTING PIPE

STANDARD TEE

BUSHING

CAP

DIRT POCKET

SOCKET

PIPE

PIPE THICKNESS

STEEL PLATE THE SAME

STANDARD TEE

CAP

DIRT POCKET

PIPE

135°


